You demand consistent product quality and don’t have time to worry about your job not meeting code. It’s why Shurtape works directly with contractors, building inspectors and code enforcers to ensure its HVAC tapes meet UL performance standards.

Whether you’re sealing ductboard, flex duct or sheet metal, you can be confident in the performance of our all-weather foil tape, flexible film tape, cloth duct tape and roll mastics. They offer superior shear adhesion and high resistance to mold growth and humidity, while maintaining code compliance to ensure your work passes inspection. And, with the UL 181 listed specification printed directly on the tape, your code compliance is guaranteed to be easily identified by inspectors.
## HVAC Duct Sealing Tapes

<table>
<thead>
<tr>
<th>Tape No.</th>
<th>Description</th>
<th>Tensile Strength</th>
<th>Adhesion to Stainless Steel</th>
<th>Thickness</th>
<th>Elongation</th>
<th>Service Temperature Range</th>
</tr>
</thead>
</table>
| **AF100** | Used to join and seal fiberglass ductboard and Class 1 Flex Duct  
- UL 1814-P/B-FX Listed  
- Acrylic adhesive  
- Lined  
- Applicable in vast temperatures and humid conditions  
- Tested in accordance with UL 723 | 25 lbs/in width | 70 oz/in width | 4.2 mils | 2% | -20 F - 260 F |
| **DC 181** | Used to connect, join, seal and patch Class 1 Flex Duct  
- Printed OPP  
- Acrylic adhesive  
- UL 181-FX Listed | 30 lbs/in width | 38 oz/in width | 2.8 mils | 125% | -10 F - 210 F |
| **PC 857** | Used to seal, seam and join Class 1 Flex Duct  
- Professional grade  
- Blended rubber adhesive system  
- Printed  
- UL 181B-FX Listed | 27 lbs/in width | 70 oz/in width | 13.5 mils | 10% | 50 F - 212 F |
| **PC 858CA** | Used to seal, seam and join Class 1 Flex Duct; may be used to seal flex duct to fitting joints without the need for mastic  
- Specialty grade  
- Blended rubber adhesive system  
- Printed  
- UL 181B-FX Listed  
- CEC approved | 27 lbs/in width | 70 oz/in width | 13.5 mils | 10% | 50 F - 212 F |
| **SF 686** | Used for airtight and moisture-free sealing of Class 1 Flex Duct and sheet metal duct  
- ShurMASTIC® indoor/outdoor mastic tape  
- Lined  
- Butyl adhesive  
- UL 181B-FX Listed | 23.8 lbs/in width | 111 oz/in width | 17 mils | -% | -20 F - 200 F |