**LXT® Lithium-Ion**

**18V LXT Angle Impact Driver**

<table>
<thead>
<tr>
<th>Specifications</th>
<th>Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Hex shank</td>
<td>1/4&quot;</td>
</tr>
<tr>
<td>No load speed</td>
<td>0 - 2,000 RPM</td>
</tr>
<tr>
<td>Impacts per minute</td>
<td>0 - 3,000 IPM</td>
</tr>
<tr>
<td>Maximum torque</td>
<td>530 in.lbs./60 Nm</td>
</tr>
<tr>
<td>Battery</td>
<td>18V LXT Lithium-Ion</td>
</tr>
<tr>
<td>Overall length</td>
<td>15-1/4&quot;</td>
</tr>
<tr>
<td>Net weight</td>
<td>3.9 lbs. (w/battery)</td>
</tr>
<tr>
<td>Shipping weight</td>
<td>12.4 lbs.</td>
</tr>
</tbody>
</table>

**25% Faster RPM in Low Speed**

- Makita-built 4-pole motor delivers 560 in.lbs. of Max Torque and 360 in.lbs. of P1T1 torque
- 2 speed 0 - 400 A.O - 1,700 RPM covers a wide range of drilling, driving and hammer applications
- Shift-Lock™ drive system quickly shifts between modes

**Specifications:**
- Capacities: Steel (1/2"), Wood (2-9/16"), Masonry (5/8")
- No load speed: 0 - 400, 0 - 1,700 RPM
- Blows per minute: 0 - 6,000, 0 - 25,500 BPM
- Maximum torque: 560 in.lbs./63 Nm
- P1T1 torque: 360 in.lbs.
- Battery: 18V LXT Lithium-Ion
- Overall length: 9-9/16"
- Net weight: 5.3 lbs. (w/battery)
- Shipping weight: 14.2 lbs.

**Ideal for Fastening in Close Quarters**

- Makita-built motor delivers 530 in.lbs. of Max Torque
- 0 - 2,000 RPM & 0 - 3,000 IPM for a wide range of fastening applications
- Compact right angle head and narrow body design provides maximum reach in close quarters
- Large paddle switch with soft grip provides increased comfort
- Convenient 1/4" hex chuck for quick bit changes

**Superior Power-to-Weight Ratio**

- Makita-built 4-pole motor delivers 450 in.lbs of Max Torque
- 2 speed 0 - 400 B.O - 1,500 RPM covers a wide range of drilling, driving and hammer applications
- Compact design only 5-3/4" long and weigh only 4.2 lbs.
- Built-in LED light illuminates the work area

**Specifications:**
- Capacities: Steel (1/2"), Wood (1-1/2"), Masonry (1/2")
- No load speed: 0 - 400, 0 - 1,500 RPM
- Blows per minute: 0 - 6,000, 0 - 22,500 BPM
- Maximum torque: 450 in.lbs./51 Nm
- Battery: 18V LXT Lithium-Ion
- Overall length: 8-3/4"
- Net weight: 4.2 lbs. (w/battery)
- Shipping weight: 11.0 lbs.
325 ft.-lbs. of Max Torque
- Makita-built motor delivers 325 ft.-lbs of Max Torque
- 1,600 RPM & 2,200 PM for superior fastening power
- Shock absorbing handle protects battery housing for extra durability
- Ratchet switch for forward/reverse operation
- Soft grip handle provides increased comfort on the job
- Compact design at only 10 1/2" long and weighs only 7.5 lbs.

MODEL BTM450 INCLUDES: 2 ea. Battery BL1830, Rapid Optimum Charger (DC18RA), Contractor bag (B2016-1)
MODEL BTM450Z / SWPT6: Tool Only - Battery, charger and bag not included

Specifications:
- Square drive: 1/2"
- No load speed: 1,600 RPM
- Impacts per minute: 2,200 RPM
- Maximum torque: 325 ft.-lbs. / 440 Nm
- Battery: 18V LXT Lithium-Ion
- Overall length: 10 1/2"
- Net weight: 7.5 lbs. (w/battery)
- Shipping weight: 16.3 lbs.

18V LXT 1/2" Impact Wrench
BTW251 / 4NN5
Variable speed, reversible, w/ Light

170 ft.-lbs. of Max Torque
- Makita-built 4-pole motor delivers 170 ft.-lbs. of Max Torque
- 0 - 2,100 RPM & 0 - 3,200 BPM for a wide range of fastening applications
- Compact design at only 6 1/2" long and weighs only 3.4 lbs.
- Built-in LED light illuminates the work area
- Ergonomic shape fits like a glove with even pressure and easy control
- Soft grip handle provides increased comfort on the job

MODEL BTW251 INCLUDES: 2 ea. Battery BL1830, Rapid Optimum Charger (DC18RA), Contractor bag (B2016-1)
MODEL BTW251Z / SWPT6: Tool Only - Battery, charger and bag not included

Specifications:
- Square drive: 1/2"
- No load speed: 0 - 2,100 RPM
- Impacts per minute: 0 - 3,200 BPM
- Maximum torque: 170 ft.-lbs. / 230 Nm
- Battery: 18V LXT Lithium-Ion
- Overall length: 6 1/2"
- Net weight: 3.8 lbs. (w/battery)
- Shipping weight: 12.5 lbs.

Perfect for Automotive Mechanics
- Makita-built motor delivers 155 ft.-lbs of Max Torque
- 0 - 2,100 RPM & 0 - 3,200 BPM for a wide range of fastening applications
- Compact design at only 6 1/8" long and weighs only 3.4 lbs.
- Soft grip handle provides increased comfort on the job
- Makita’s proprietary hammer and anvil impact mechanism delivers maximum fastening and driving power

MODEL BTW252 INCLUDES: 2 ea. Battery BL1830, Rapid Optimum Charger (DC18RA), Tool case (B2477-7)
MODEL BTW252Z / SWPT6: Tool Only - Battery and charger not included

Specifications:
- Square drive: 3/8"
- No load speed: 0 - 2,100 RPM
- Impacts per minute: 0 - 3,200 BPM
- Maximum torque: 155 ft.-lbs. / 210 Nm
- Battery: 18V LXT Lithium-Ion
- Overall length: 6 1/8"
- Net weight: 3.4 lbs. (w/battery)
- Shipping weight: 12.4 lbs.

18V LXT 3/8" Angle Impact Wrench
BTL063 / 4NNJ7
Variable Speed, Reversible, w/Light

3/8” Angle Wrench for Work in Tight Spaces
- Makita-built motor delivers 440 ft.-lbs of Max Torque
- 0 - 2,000 RPM & 0 - 3,200 BPM for a wide range of fastening applications
- Compact 3/8” angle wrench and narrow body design provides maximum reach in close quarters
- Large paddle switch with soft grip provides increased comfort
- Weight only 3.9 lbs for reduced operator fatigue

MODEL BTL063 INCLUDES: 2 ea. Battery BL1830, Rapid Optimum Charger (DC18RA), Contractor bag (B2016-1)
MODEL BTL063Z / SWPT6: Tool Only - Battery, charger and bag not included

Specifications:
- Square drive: 3/8"
- No load speed: 0 - 2,000 RPM
- Impacts per minute: 0 - 3,200 BPM
- Maximum torque: 440 ft.-lbs. / 600 Nm
- Battery: 18V LXT Lithium-Ion
- Overall length: 15 1/4"
- Net weight: 3.9 lbs. (w/battery)
- Shipping weight: 12.4 lbs.

18V LXT Recipro Saw
BJ181T / 4NNK3
Variable Speed, w/Light

“Tool-less” Blade Change and Shoe Adjustment
- Makita-built motor delivers 0 - 2,900 strokes per minute
- Large 3-Blade variable speed trigger for added convenience
- Ratchet tool hook secures the tool when not in use
- Soft grip handle provides increased comfort on the job
- Compact design at only 19 5/8" long and weighs only 8.2 lbs.
- Ergonomic shape fits like a glove with even pressure and easy control

MODEL BJ181T INCLUDES: 2 ea. Battery BL1830, Rapid Optimum Charger (DC18RA), 16" Blade (T20454-A, T20454-AL), Tool case (B2478-5)
MODEL BJ181T / SWPT6: Tool Only - Battery, charger and case not included

Specifications:
- Length of stroke: 1 1/8"
- Max cutting depth: Pipe (5-1/8"), Wood (1/2"), (10"
- Strokes per minute: 0 - 2,900 SPM
- Battery: 18V LXT Lithium-Ion
- Overall length: 19 5/8"
- Net weight: 8.2 lbs. (w/battery)
- Shipping weight: 17.7 lbs.

Cutting 2X Material at 45°
- Makita-built motor delivers 3,100 RPM for faster cutting
- Built-in LED light illuminates the work area
- 50° maximum bevel cutting capacity
- Built-in dust blower keeps the line of cut free of debris
- Heavy-duty machined base for smooth and accurate cutting
- Electric brake for maximum productivity

MODEL BS5010 INCLUDES: 2 ea. Battery BL1830, Rapid Optimum Charger (DC18RA), 24" Blade (A-85060), Tool case (B2475-7)
MODEL BS5010Z / SWPT6: Tool Only - Battery, charger and case not included

Specifications:
- Blade diameter: 6-1/2" Arbor: 5/8" Max cutting depth: 90° (2-3/4"), 45° (1-9/16")
- No load speed: 3,700 RPM
- Battery: 18V LXT Lithium-Ion
- Overall length: 13-5/8"
- Net weight: 7.6 lbs. (w/battery)
- Shipping weight: 19.0 lbs.
**LXT® Lithium-Ion**

---

### 18V LXT 6-1/2” Circular Saw

**BSS611Z / SWFT3**

- **Bare Tool**

**Specifications:**
- **Blade Diameter:** 6-1/2”
- **Arbor:** 5/8”
- **Max Cutting Depth:** 2” (2-1/4”) 4-1/2” (1-9/16”)
- **No Load Speed:** 8,000 RPM
- **Battery:** 18V LXT Lithium-Ion
- **Overall Length:** 15”
- **Net Weight:** 7.6 lbs.
- **Shipping Weight:** 8.2 lbs.

---

### 18V LXT 5-3/8” Circular Trim Saw

**BSS501Z / SWFT1**

- **Bare Tool, Blade-Right, w/Light**

**Specifications:**
- **Blade Diameter:** 5-3/8”
- **Arbor:** 5/8”
- **Max Cutting Depth:** 3” (2-3/4”) 4-1/2” (1-3/4”)
- **No Load Speed:** 5,500 RPM
- **Overall Length:** 13-1/8”
- **Net Weight:** 6.0 lbs.
- **Shipping Weight:** 16.7 lbs.

---

### 18V LXT Jig Saw

**BJV180 / 4NIN1**

- **Orbital, Variable Speed, w/Light**

**Specifications:**
- **Length of Stroke:** 1”
- **Max Cutting Depth:** Wood (5-5/16”), Steel (3/8”)
- **Strokes per Minute:** 0 - 2,600 SPM
- **Battery:** 18V LXT Lithium-Ion
- **Overall Length:** 10-1/8”
- **Net Weight:** 6.1 lbs.
- **Shipping Weight:** 14.1 lbs.

---

### 18V LXT 7-1/2” Miter Saw

**LXL01 / 13P059**

**New**

- **Bare Tool**

**Specifications:**
- **Blade Diameter:** 7-1/2”
- **Arbor:** 5/8”
- **Max Cutting Capacities (Bevel/Miter):** 90°/90° (2-1/2” x 11-3/4”, 45°/45° (2-1/2” x 8-3/8”)
- **No Load Speed:** 2,200 RPM
- **Battery:** 18V LXT Lithium-Ion
- **Overall Dimensions (LxWxH):** 25-3/4” x 17” x 17-7/8”
- **Net Weight:** 27.5 lbs.
- **Shipping Weight:** 43.0 lbs.

---

### 18V LXT Autofeed Screwdriver

**BFTR50Z / SWFP9**

- **Bare Tool, Reversible**

**Specifications:**
- **Collared Screw Capacity:** 1-3/4” to 2-1/2”
- **No Load Speed:** 4,000 RPM
- **Bit Type:** 1/4” Hex Shank
- **Battery:** 18V LXT Lithium-Ion
- **Overall Length:** 18-1/4”
- **Net Weight:** 5.2 lbs.
- **Shipping Weight:** 14.8 lbs.

---

### 2-1/4” Maximum Cutting Capacity

- Makita-built motor delivers 3,700 RPM for fast cutting
- Heavy-duty machine base for smooth and accurate cutting
- 30° maximum bevel cutting capacity
- Compact, ergonomic design at only 7.3 lbs.
- Soft grip handle provides increased comfort on the job.
- Ergonomic shape fits like a glove with even pressure and easy control.

**Model BSS611Z** Includes: Tool Only - With 1 ea. blade; battery and charger not included.

---

### Trim Saw Weighs Only 6.0 lbs.

- Makita-built motor delivers 3,000 RPM for fast cutting
- Compact, ergonomic design at only 6.0 lbs.
- Built-in dust blower keeps the line of cut free of debris
- Heavy-duty machine base for smooth and accurate cutting
- Electric brake for maximum productivity
- Soft-grip handle provides increased comfort on the job.

**Model BSS501Z** Includes: Tool Only - With 1 ea. Blade; battery and charger not included.

---

### Custom Cutting Without a Cord

- Makita-built motor delivers 0 - 2,600 strokes per minute
- 3 orbital settings plus straight cutting for use in a variety of materials
- “Tool-less” blade change system for fast, blade installation and removal
- Large 2-finger variable speed trigger for added convenience
- Low vibration and noise level.

**Model BJV180** Includes: 2 ea. Battery BL1830, Rapid Optimum Charger DC18RA, 7-1/2” A-60T Saw Blade (A-K912), Dust bag (D-29587-9), Sockets wrench (T-01908-3), Triangular ruler (T-01909-3), Vertical vise (T-22571-8), 2 ea. Extension wing (T-22512-4)

**Model BJV180Z / SWF160:** Tool Only - Battery, charger and bag not included.

---

**The First 18V Lithium-Ion Line Up.**
LXT® Lithium-Ion

Contact Actuation for Production Environments
- Utilizes Anviro® 150 type staples
- Window on magazine shows number of remaining staples
- Machined magazine ensures smooth loading and feeding of staples
- Spring loaded driving mechanism allows for a more compact tool
- Soft grip handle provides increased comfort on the job

MODEL BST221 INCLUDES: 2 ea. Battery BL1830, Rapid Optimum Charger (DC18RD), Safety glasses (191000-F), Contractor bag (R03106-K)

MODEL BST221Z / SWPTA: Tool Only - Battery, charger and bag not included

Specifications:
- Staple width: 3/8"
- Staple length: Up to 7/8"
- Staple magazine capacity: 98 staples
- Battery: 18V LXT Lithium-Ion
- Overall length: 9-7/8"
- Net weight: 5.3 lbs. (w/battery)
- Shipping weight: 14.2 lbs.

Compact Design for Overhead Cutting
- Makita-built motor delivers 3,600 RPM for faster cutting
- Cuts a wide range of metals including: steel, aluminum, pipes, conduit, sheet metal, square tubing, steel and more.
- Compact, ergonomic design at 13-3/4" hang and weighs only 5.7 lbs. for reduced operator fatigue.
- Soft grip handle provides increased comfort on the job

MODEL BCS550 INCLUDES: 2 ea. Battery BL1830, Rapid Optimum Charger (DC18RD), M1 Stand (A-9451B), Tool case (R22083-S)

MODEL BCS550Z / SWPTA: Tool Only - Battery, charger and case not included

Specifications:
- Blade Diameter: 5-3/8"
- Arbor: 5/8"
- Max. cutting depth: 2"
- No load speed: 3,600 RPM
- Battery: 18V LXT Lithium-Ion
- Overall length: 13-3/4"
- Net weight: 5.7 lbs. (w/battery)
- Shipping weight: 15.5 lbs.

4-3/4" x 4-3/4" Throat Capacity
- 6-setting variable speed control dial
- Built-in LED protection circuit with over-torque control protects motor
- Protective bumper design for added durability
- Tool hook secures the tool when not in use
- Adjustable foot provides material support and provides support for accurate cuts
- Built-in LED light illuminates the work area

MODEL BPS180 INCLUDES: 2 ea. Battery BL1830, Rapid Optimum Charger (DC18RD), 18P Extension (792555-A), Contractor bag (B33605-5)

MODEL BPS180Z / SWPTA: Tool Only - Battery, charger and bag not included

Specifications:
- Maximum cutting capacity: 4-3/4" x 4-3/4"
- No load speed: 275 - 530 ft./min.
- Battery: 18V LXT Lithium-Ion
- Overall length: 20-5/8"
- Net weight: 14.3 lbs. (w/battery)
- Shipping weight: 32.5 lbs.

18V LXT 1/4" Die Grinder

LXDG01 / 6MR0

Compact Barrel Grip for Easy Handling
- Makita-built motor delivers 10,000 RPM for faster grinding
- Built-in LED protection circuit with over-torque control protects motor
- Compact design at only 12-1/2" long and weighs only 5.0 lbs.
- Soft grip handle provides increased comfort on the job
- Ergonomic shape fits like a glove with even pressure and easy control

MODEL BG452 INCLUDES: 2 ea. Battery BL1830, Rapid Optimum Charger, Cut-off wheel guard (135102-2), Grinding wheel guard (125223-5), Grinding wheel (314464-0-1), Cut-off wheel, Tool case (124561-4)

MODEL BG452Z / SWPTA: Tool Only - Battery, charger and case not included

Specifications:
- Cutting Wheel: 4-1/2" x 1/4"
- Wire cup brush: 3-1/2"
- No load speed: 10,000 RPM
- Battery: 18V LXT Lithium-Ion
- Spindle thread: 5/8"-11 UNF
- Overall length: 12-1/2"
- Net weight: 5.0 lbs. (w/battery)
- Shipping weight: 17.6 lbs.

18V LXT 18 Gauge Straight Shear

BJ130 / 4NNK6

Compact Barrel Grip Design with 25,000 RPM
- Weighs only 4.4 lbs. for easy handling
- Slide switch with Lock-on for operator convenience
- Vortex type designed to direct exhaust air away from the user
- Built-in LED protection circuit with Over-Torque Control protects the motor

MODEL LXDG01 INCLUDES: 2 ea. Battery BL1830, Rapid Optimum Charger, 1/4" Collet cone (781225-8), 2 ea. Wrench (781035-9), Contractor bag (B21100-x)

MODEL LXDG01Z / 6MR0P: Tool Only - Battery, charger and case not included

Specifications:
- Collet: 1/4"
- No load speed: 25,000 RPM
- Max. diameter: 1-1/2"
- Battery: 18V LXT Lithium-Ion
- Overall length: 13-3/4"
- Net weight: 4.4 lbs. (w/battery)
- Shipping weight: 15.0 lbs.

Swivel Shear Head Rotates 360°
- Makita-built 4-pole motor delivers 2,800 strokes per minute
- Cuts up to 18 gauge mild steel and 20 gauge stainless steel
- Compact design at only 13 3/4" long and weighs only 5.3 lbs.
- Reversible belt clip attaches to either side of the tool
- Soft grip handle provides increased comfort on the job
- Ergonomic shape fits like a glove with even pressure and easy control

MODEL BR130 INCLUDES: 2 ea. Battery BL1830, Rapid Optimum Charger (DC18RD), Adjusting wrench (783026-4), Contractor bag (B01106-K)

MODEL BR130Z / 5MR0P: Tool Only - Battery, charger and bag not included

Specifications:
- Capacities: Mild steel (18 gauge), Stainless steel (20 gauge)
- Strokes per minute: 2,800 SPM
- Battery: 18V LXT Lithium-Ion
- Overall length: 13-3/4"
- Net weight: 5.3 lbs. (w/battery)
- Shipping weight: 14.8 lbs.
LXT® / Compact Lithium-Ion

18V LXT 7/8" Rotary Hammer

BHR241 / 4NNK2

Accepts SDS-PLUS Bits, Variable Speed, Rev.

Faster Drilling with Synchronized RPM & BPM
• Makita built-in speed motor delivers 0 - 1,100 RPM & 0 - 4,000 BPM
• 3-mode operation for "rotation only," "hammering with rotation," or "hammering only." For multiple applications
• Large 2-finger variable speed trigger for added convenience
• One-touch sliding chuck for quick bit changes

Model BHR241 includes: 2 ea. battery BL1840, Rapid Optimum Charger DC18RA, Side handle (195757-4), Depth gauge (256297-4), Contractor bag (B01016-3)

Model BHR241Z / SWFR4: Tool Only - Battery and charger not included

Specifications:

Capacities: Concrete (7/8"), Steel (1/2")
No load speed: 0 - 1,100 RPM
Blows per minute: 0 - 4,000 BPM
Impact energy: 1.9 J
Bit type: Accepts SDS-PLUS
Battery: 18V LXT Lithium-Ion
Overall length: 16-3/8" Net weight: 7.7 lbs. (w/battery)
Shipping weight: 16.8 lbs.

18V LXT 7/8" Rotary Hammer

BHR202Z / SWFR4

Bare Tool, Accepts SDS-PLUS Bits, Variable Speed, Rev., w/Light

Compact Pistol Grip Design
• Makita built-in speed motor delivers 0 - 1,100 RPM & 0 - 4,000 BPM
• 3-mode operation for "rotation only," "hammering with rotation," or "hammering only." For multiple applications
• Large 2-finger variable speed trigger for added convenience
• Built-in clutch reduces gear damage by downshifting gears if bit binds

Model BHR202Z / SWFR4: Tool Only - Battery and charger not included

Specifications:

Capacities: Concrete (7/8"), Steel (1/2")
No load speed: 0 - 1,100 RPM
Blows per minute: 0 - 4,000 BPM
Impact energy: 1.9 J
Bit type: Accepts SDS-PLUS
Battery: 18V LXT Lithium-Ion
Overall length: 14-1/8" Net weight: 7.7 lbs. (w/battery)
Shipping weight: 17.4 lbs.

18V LXT 4" Concrete Vibrator

BVR4502Z / SWFV3

Bare Tool

Only 7.7 lbs for Comfortable Operation
• Makita built-in motor delivers 13,000 VPM to help increase strength of concrete
• Dual directional switch to hold the tool in horizontal or vertical position
• Up to 25 minute run-time under load
• Protective cover to help prevent battery contamination

Model BVR4502Z / SWFV3: Tool Only - Battery and charger not included

Specifications:

No load speed/vibrations/min.: 13,000
Vibrator diameter: 1"
Vibrator length: 8-11/16"
Shaft length: 4"
Battery: 18V LXT Lithium-Ion
Overall length: 58-1/2"
Net weight (w/battery): 7.7 lbs.
Shipping weight: 13.2 lbs.

18V LXT 8" Concrete Vibrator

BVR850Z / SWFY4

Bare Tool

Dual Switch for Operation in any Orientation
• Makita built-in motor delivers 12,500 VPM to help increase strength of concrete
• Dual directional switch to hold the tool in horizontal or vertical position
• Up to 25 minute run-time under load
• Protective cover to help prevent battery contamination

Model BVR850Z / SWFY4: Tool Only - Battery and charger not included

Specifications:

No load vibrations/min.: 12,500
Vibrator diameter: 1"
Vibrator length: 8-11/16"
Shaft length: 8"
Battery: 18V LXT Lithium-Ion
Overall length: 105-1/2"
Net weight (w/battery): 11.4 lbs.
Shipping weight: 17.6 lbs.

18V LXT Blower

BUB18Z / SWFV2

Bare Tool

179 MPH for Fast Clean-ups
• Variable 3-speed (0 - 18,000 RPM) for optimal speed control
• Up to 12 minutes of continuous operation from a single charge at high speed
• Compact design at only 20-3/4" long and weighs only 4.0 lbs.
• Soft grip handle provides increased comfort on the job
• Ergonomic shape fits like a glove with even pressure and easy control

Model BUB18Z: Tool Only - 1 ea. nozzle (132025-7); Battery and charger not included

Specifications:

Max air volume: 91 cfm
Max air velocity: 179 MPH
No load speed: 0 - 18,000 RPM
Battery: 18V LXT Lithium-Ion
Overall length: 20-3/4"
Net weight: 4.0 lbs. (w/battery)
Shipping weight: 3.9 lbs.

18V Compact 3 Pc. Combo Kit

LCT300W / 6FC1

Automotive Repair / Installers

Specifications:

Max air volume: 91 cfm
Max air velocity: 179 MPH
No load speed: 0 - 18,000 RPM
Battery: 18V LXT Lithium-Ion
Overall length: 20-3/4"
Net weight: 4.0 lbs. (w/battery)
Shipping weight: 3.9 lbs.

The First 18V Lithium-Ion Line Up.
Compact Lithium-Ion

18V Compact 2 Pce. Combo Kit
LCT200W / 4NNL4
Installers / Finishers

18V Compact Impact Driver
BTD142HW / 4NNJ1
Variable Speed, Reversible w/Light

18V Compact 1/2" Driver-Drill
LXFD01CW / 4NNH6
2-Speed, Variable Speed, Reversible, w/Light

Specifications:
MODEL LCT200W INCLUDES:
- Compact 1/2" Driver-Drill BDF452
- Compact Impact Driver BTD142
- 2 x 18V Compact Lithium-Ion Battery BL1815
- Rapid Optimum Charger DC18RA
- Tool Bag 831747-0

Dimensions (LxWxH): 12" x 12" x 11.1"
Shipping weight: 13.7 lbs.

Specifications:
MODEL BTD142HW INCLUDES: 2 x Battery BL1815, Rapid Optimum Charger (DC18RA), Tool case (B24774-7)

Specifications:
- Hex shank 1/4"
- No load speed 0 - 2,300 RPM
- Impacts per minute 0 - 3,200 IPO
- Maximum torque 1,280 in-lbs / 145 Nm
- Battery 18V Compact Lithium-Ion
- Overall length 53/4"
- Net weight 2.9 lbs (w/battery)
- Shipping weight 9.3 lbs.

Specifications:
MODEL LXFD01CW INCLUDES: 2 x Battery BL1815, Rapid Optimum Charger (DC18RA), Tool case (B24951-7)

Specifications:
- Capacities: Steel (1/2"), Wood (1/2"), Masonry (1/2"
- No load speed 0 - 400, 0 - 1,500 RPM
- Maximum torque 360 in-lbs / 42 Nm
- Battery 18V Compact Lithium-Ion
- Overall length 8-3/4"
- Net weight 3.7 lbs (w/battery)
- Shipping weight 9.9 lbs.

Specifications:
- Voltage 9.6-24VDC
- Digital tuner: FM/AM
- Backlit LCD display & clock: Yes
- Memory preset: 5 FM / 5 AM
- Power source: AC or Makita slide-style and pod-style batteries
- Dimensions (LxWxH): 10-1/4" x 6-1/2" x 12"
- Net weight: 10.1 lbs.
- Shipping weight: 14.3 lbs.

18V Compact Hammer Drill-Driver
BHP452HW / 6FCQ
2-Speed, Variable Speed, Reversible, w/Light

Specifications:
MODEL BHP452HW INCLUDES: 2 x Battery BL1815, Rapid Optimum Charger (DC18RA), Tool case (B24774-7)

Specifications:
- Compact 3-Mode: Hammer / Driver / Drill
- Makita-built 4-pole motor delivers 450 in-lbs of Max Torque
- 2-speed (0-400 / 0 - 1,500 RPM) covers a wide range of drilling, driving and hammering applications
- Batteries charge in 15 minutes, 4X faster than 18V Ni-Cd
- Compact design at only 6-3/4" long and weighs only 3.7 lbs.
- Ergonomic shape fits like a glove with even pressure and easy control
- Built-in LED light illuminates the work area

Specifications:
MODEL BCL180ZW INCLUDES: Tool Only - With Extension (451243-7), Floor nozzle (172285-8), Crevice nozzle (451246-7), Filter (451260-3), Cloth Filter (443086-3); battery and charger not included

Specifications:
- Capacity: 1.3 pint
- Continuous use: 10 min
- Overall length: 18-3/4"
- Net weight: 2.7 lbs (w/battery)
- Shipping weight: 7.0 lbs.

Specifications:
- MP3 compatible for iPod® and MP3 players
- Delivers rich stereo sound from two powerful 3.25" speakers
- Built-in AC power adapter and AC or Makita slide-style and pod-style batteries
- Protective hamper design for added durability
- Compatible with 9.6V - 24V Slide-Style and Pod-Style Makita Batteries
- 10 pre-set FM / AM stations
- Compact design at only 10.1 lbs.

Specifications:
MODEL BMR010WY INCLUDES: 6.0 Ah Li-Ion Battery (BL1560), AC Adapter (SD-000100033), Antenna (SB00000033), "A" battery for clock; battery and charger not included

Specifications:
- Strong suction power for fast cleaning
- Up to 10 minutes of continuous use from a single fully charged 18V Compact Lithium-Ion battery (not included)
- Redesigned floor nozzle for improved maneuverability and debris collection
- Batteries charge in 15 minutes, 4X faster than 18V Ni-Cd

Specifications:
- Voltage 9.6-24VDC
- Digital tuner: FM/AM
- Backlit LCD display & clock: Yes
- Memory preset: 5 FM / 5 AM
- Power source: AC or Makita slide-style and pod-style batteries
- Dimensions (LxWxH): 10-1/4" x 6-1/2" x 12"
- Net weight: 10.1 lbs.
- Shipping weight: 14.3 lbs.
Compact Lithium-Ion

12V max 2 Pc. Combo Kit
LCT208W / 6FC4
Remodelers / Woodworkers

Specifications:
- Model LCT208W includes:
  - 3/8" Drill-Driver
  - 3-3/8" Circular Saw
  - 2 ea. 12V max Lithium-Ion Battery
  - Charger
  - Contractor Bag
- Dimensions (LxWxH): 12" x 12" x 11-3/4"
- Shipping weight: 12.5 lbs.

Cuts 1X Material at 90°
- Makita built motor delivers 1,400 RPM for faster cutting
- 3-3/8" blade delivers a maximum cutting depth of 1" for a wide range of cutting applications
- Adjustable cutting depth from 0" at 90° and 5/8" at 45°
- Thinning base for bevel cuts from 0° - 45°
- Compact design at only 3.4 lbs. for reduced operator fatigue
- Built-in dust blower helps keep the line of cut free of debris

MODEL SH01W INCLUDES:
- 1 ea. Battery BL1014
- Charger DC10W
- Tool Case (A-99201)

Specifications:
- Blade diameter: 3-3/8"
- Arbor: 15 mm
- Max cutting depth: 90° (1"), 45° (5/8"
- No load speed: 1,400 RPM
- Battery: 12V max Lithium-Ion
- Overall length: 11-3/4"
- Net weight: 3.3 lbs. (w/battery)
- Shipping weight: 5.5 lbs.

The First 18V Lithium-Ion Line Up.

12V max 3/8" Driver-Drill
FD02W / 4NNK8

2-Speed Driver-Drill with 3/8" Keyless Chuck
- Makita built motor delivers 200 in.lbs. of Max Torque in an ultra compact design
- Variable 2-speed design (0 - 350 & 0 - 1,300 RPM) covers a wide range of drilling and driving applications
- Ultra compact design at only 7-7/16" long and weighs only 2.2 lbs. for reduced operator fatigue
- Built-in LED Light illuminates the work area

Specifications:
- Capacities: Steel (3/8"), Wood (13/16"
- No load speed: 0 - 350, 0 - 1,300 RPM
- Maximum torque: 200 in.lbs.
- Battery: 12V max Lithium-Ion
- Overall length: 7-7/16"
- Net weight: 2.2 lbs. (w/battery)
- Shipping weight: 6.5 lbs.

12V max 3-3/8" Circular Saw
SH01W / 6FC5
Blade-Right

Specifications:
- Hex shank: 1/4"
- Capacities: Steel (3/8"), Wood (13/16"
- No load speed: 0 - 350, 0 - 1,300 RPM
- Maximum torque: 200 in.lbs.
- Battery: 12V max Lithium-Ion
- Overall length: 6-3/16"
- Net weight: 2.0 lbs. (w/battery)
- Shipping weight: 6.3 lbs.

12V max 2 Pc. Combo Kit
LCT207W / 4NNL5
Service / Maintenance

Specifications:
- Model DT01W includes:
  - 1/4" Cordless Drill
  - Impact Driver
  - 2 ea. 12V max Lithium-Ion Batteries
  - Charger
  - Contractor Bag
- Dimensions (LxWxH): 1-1/2" x 7-1/2" x 11"
- Shipping weight: 9.0 lbs.

The First 18V Lithium-Ion Line Up.

12V max Impact Driver
DT01W / 4NNL1

Delivers 800 in.lbs. of Max Torque
- Variable speed (0 - 2,400 RPM & 0 - 3,000 RPM) for a wide range of fastening applications
- Ultra compact design at only 6-1/8" long and weighs only 2.4 lbs. for reduced operator fatigue
- Built-in LED Light illuminates the work area
- Convenient 1/4" hex chuck for quick bit changes

Specifications:
- Hex shank: 1/4"
- Capacities: Steel (3/8"), Wood (13/16"
- No load speed: 0 - 2,400 RPM
- Impacts per minute: 0 - 3,000 RPM
- Maximum torque: 800 in.lbs.
- Battery: 12V max Lithium-Ion
- Overall length: 6-1/8"
- Net weight: 2.0 lbs. (w/battery)
- Shipping weight: 6.3 lbs.
**Compact Lithium-Ion / Accessories**

### 12V max 3/8" Impact Wrench

**WT01W / 13PO61**

- **Delivers 1,000 In.lbs. Max Torque**
  - Convenient 3/8" square drive for quick socket changes
  - Variable speed (0 - 2,300 RPM & 0 - 3,000 RPM) for a wide range of fastening applications
  - Ultra compact design at only 6-3/8" long and weighs only 2.1 lbs for reduced operator fatigue

**Model:** WT01W includes: 2 ea. Battery BL1013, Charger DC10SB, Tool case (504826-4)

### 12V max Cordless Vacuum

**LC01Z / 5WFVS**

- **Up to 12 Minutes of Continuous Use**
  - Strong suction power for fast and efficient cleaning
  - Redesigned swivel floor nozzle for improved maneuverability and debris collection
  - Bagless design eliminates the need for regular filter cleaning and reduces daily debris collection
  - Increased storage capacity for longer intervals between waste disposal

**Model:** LC01Z includes: Extension (451241-2), Floor nozzle (123861-8), Crevice nozzle (451228-3), Filter (457690-3)

### 7.2V Li-Ion Impact Driver

**TD02DSEW / 4NNL2**

- **Reversible, w/Light**

**Specifications:**
- **Max Torque of 177 In.lbs.**
  - Makita built motor delivers 177 In.lbs. of Max Torque
  - 2,120 RPM & 3,000 IPM: Perfect for a wide range of fastening applications
  - Operates in straight or reverse grip positions
  - Built-in LED light illuminates the work area
  - Ergonomic shape fits like a glove with even pressure and easy control
  - Soft grip handle provides increased comfort on the job

**Model:** TD02DSEW includes: 2 ea. Battery BL1013, Charger DC10SB, (2C0135), 2c set (504315-4), Tool case (857323-4)

### Cordless Tool Battery Chargers

- **Rapid Optimum Charger**
  - Faster charging, Energy Star® approved
  - **Auto-Stop Clutch Delivers Exact Torque Control**
    - Makita-built motor delivers 44 In.lbs. of Max Torque
    - LED light flashes when it is time to recharge the battery

- **Specifications:**
  - Hex Shank: 1/4" square
  - No load speed: 2,300 RPM
  - Maximum torque: 177 In.lbs.
  - Battery: 7.2V Lithium-Ion
  - Overall length: 6-3/8"
  - Net weight: 1.2 lbs.
  - Shipping weight: 4.4 lbs.

**Model:** DF010DSE includes: 2 ea. Battery BL1013, Charger DC10SB, 1/2" double ended Phillips bit (784245-5), 2" double ended Phillips bit (784444-7), Tool case (504826-6)

<table>
<thead>
<tr>
<th>Voltage</th>
<th>Cell Type</th>
<th>Amp Hour</th>
<th>Style</th>
<th>Battery</th>
</tr>
</thead>
<tbody>
<tr>
<td>18V</td>
<td>Li-Ion</td>
<td>1.3</td>
<td>Ped</td>
<td>1000 / 40NNL2</td>
</tr>
<tr>
<td>14.4V</td>
<td>Ni-MH</td>
<td>2.6</td>
<td>Ped</td>
<td>14AH / 40NNL2</td>
</tr>
<tr>
<td>12V</td>
<td>Ni-MH</td>
<td>2.6</td>
<td>Ped</td>
<td>1234 / 40NNL2</td>
</tr>
<tr>
<td>9.6V</td>
<td>Ni-MH</td>
<td>2.0</td>
<td>Ped</td>
<td>1234 / 40NNL2</td>
</tr>
</tbody>
</table>

**18V Ni-MH / Ni-Cd Charger**

- Charges 2.2V - 18V Li-Ion & Ni-Cd Batteries
### Cordless Accessories / Concrete

**Lithium-Ion Flashlights**

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
<th>Run Time (in Hours)</th>
<th>Flashlight Part #</th>
</tr>
</thead>
<tbody>
<tr>
<td>18V LXT Flashlight</td>
<td>4-position pivoting head, xenon bulb emits at 4,500 Lux</td>
<td>4.3</td>
<td>BML 181 / 44N097</td>
</tr>
</tbody>
</table>

**Compact Flashlight**

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
<th>Run Time (in Hours)</th>
<th>Flashlight Part #</th>
</tr>
</thead>
<tbody>
<tr>
<td>18V Compact Flashlight (White)</td>
<td>4-position pivoting head, xenon bulb emits at 4,500 Lux</td>
<td>4.3</td>
<td>BML 181 / 44N100</td>
</tr>
</tbody>
</table>

**Fluorescent Flashlight**

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
<th>Run Time (in Hours)</th>
<th>Flashlight Part #</th>
</tr>
</thead>
<tbody>
<tr>
<td>18V LXT Fluorescent</td>
<td>High illumination fluorescent bulb</td>
<td>4.0</td>
<td>BML 181 / 44N108</td>
</tr>
<tr>
<td>Incandescent Flashlight</td>
<td></td>
<td>15.0</td>
<td>BML 181 / 44N106</td>
</tr>
</tbody>
</table>

**Compact L.E.D. Flashlight**

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
<th>Run Time (in Hours)</th>
<th>Flashlight Part #</th>
</tr>
</thead>
<tbody>
<tr>
<td>18V Compact L.E.D. Flashlight</td>
<td>Flashlight runs up to 27 hours per charge from a single fully charged 18V Compact Lithium-Ion Battery</td>
<td>25.0</td>
<td>BML 184 / 64N115</td>
</tr>
</tbody>
</table>

### Cordless Saw Blades

**Carbide-Tipped Blades**

<table>
<thead>
<tr>
<th>COMBINATION / GENERAL PURPOSE</th>
<th>Part #</th>
<th>Blade Diameter</th>
<th>Arbor</th>
<th>Model</th>
</tr>
</thead>
<tbody>
<tr>
<td>A-909946-5</td>
<td>3-3/8&quot;</td>
<td>5/8&quot;</td>
<td>BSS 811Z</td>
<td>SWT1</td>
</tr>
<tr>
<td>A-909924-44N101</td>
<td>5-3/8&quot;</td>
<td>5/8&quot;</td>
<td>BSS 811Z</td>
<td>SWT1</td>
</tr>
<tr>
<td>A-909924-44N104</td>
<td>5-3/8&quot;</td>
<td>5/8&quot;</td>
<td>BSS 811Z</td>
<td>SWT1</td>
</tr>
<tr>
<td>A-909924-64N109</td>
<td>6-1/2&quot;</td>
<td>5/8&quot;</td>
<td>BSS 811Z</td>
<td>SWT4</td>
</tr>
</tbody>
</table>

**Steel Saw Blades**

<table>
<thead>
<tr>
<th>COMBINATION / GENERAL PURPOSE</th>
<th>Part #</th>
<th>Blade Diameter</th>
<th>Arbor</th>
<th>Model</th>
</tr>
</thead>
<tbody>
<tr>
<td>210104-A</td>
<td>3-3/8&quot;</td>
<td>15mm</td>
<td>640W</td>
<td>64F3</td>
</tr>
</tbody>
</table>

---

**2” AVT Rotary Hammer**

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
<th>Run Time (in Hours)</th>
<th>Flashlight Part #</th>
</tr>
</thead>
<tbody>
<tr>
<td>HR5210C / 2KUX16</td>
<td>Accepts SDS-MAX Bits, Variable Speed</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**1-9/16” AVT Rotary Hammer**

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
<th>Run Time (in Hours)</th>
<th>Flashlight Part #</th>
</tr>
</thead>
<tbody>
<tr>
<td>HR4010C / 2KUX1</td>
<td>Accepts SDS-MAX Bits, Variable Speed</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Anti-Vibration Technology for 2X Less Vibration**

- Powerful 11 AMP motor, 1,350 - 2,750 RPM
- 2-mode operation for "hammering only" or "hammering with rotation"
- LED power light indicates switch failure or cord breakage
- L.E.D. service light indicates carbon brushes need to be replaced
- Variable speed control dial to match the speed to the application
- Counterbalance system reduces vibration to only 4.5 m/s²

**MODEL HR1010C INCLUDES:** Side handle (195870-0), D-handle (417703-1), Depth gauge (321248-4), Bit gauge (194683-7), Tool case (158275-6)

### Specifications:

- **Capacity:** Concrete (w/core bits)
- **No load speed:** 1,350 - 2,750 RPM
- **Blows per minute:** 1,075 - 2,150
- **Impact energy:** 20 J
- **AMPS (115V):** 150
- **Bit type:** Accepts SDS-MAX
- **Overall length:** 23-1/2" (60 cm)
- **Net weight:** 26.9 lbs.
- **Shipping weight:** 29.0 lbs.

---

**1-9/16” Rotary Hammer**

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
<th>Run Time (in Hours)</th>
<th>Flashlight Part #</th>
</tr>
</thead>
<tbody>
<tr>
<td>HR4002 / 3NLP5</td>
<td>Accepts SDS-MAX Bits</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Built-in Clutch Helps Reduce Gear Damage**

- 10 AMP motor delivers more power for the most demanding applications
- One-touch sliding chuck for quick bit changes
- 2-mode operation for "hammering only" or "hammering with rotation"
- Soft grip handle provides increased comfort on the job
- No hammering when sliding helps increase tool life
- Quick lock allows setting of clamps to 12 positions

**MODEL HR4002 INCLUDES:** Side handle (158111-0), Depth gauge (321248-4), Bit gauge (194683-7), Tool case (158275-6)

### Specifications:

- **Capacity:** Concrete (w/core bits)
- **No load speed:** 670 RPM
- **Blows per minute:** 0 - 2,500
- **Impact energy:** 6.2 J
- **AMPS (115V):** 10.0
- **Bit type:** Accepts SDS-MAX
- **Overall length:** 18" (45 cm)
- **Net weight:** 14.6 lbs.
- **Shipping weight:** 17.0 lbs.

---

**1-9/16” Rotary Hammer**

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
<th>Run Time (in Hours)</th>
<th>Flashlight Part #</th>
</tr>
</thead>
<tbody>
<tr>
<td>HR4041C / SGDX1</td>
<td>Accepts Splines Bits, Variable Speed</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Powerful 12 AMP Motor; 230 - 460 RPM**

- 2-mode operation for "hammering only" or "hammering with rotation"
- No hammering while sliding helps increase tool life
- Built-in clutch reduces gear damage by disengaging gears if bit binds
- Variable speed control dial to match the speed to the application
- High quality aluminum housing for greater durability and tool life

**MODEL HR4041C INCLUDES:** Side handle (416549-4), Depth gauge (321248), Tool case (1582578)

### Specifications:

- **Capacities:** Concrete<br>Core Bit<br>1-9/16"<br>4-5/8"<br>No load speed: 230 - 460 RPM<br>Blows per minute: 1,300 - 2,600<br>Impact energy: 9.2 J<br>AMPS (115V): 12.0<br>Bit type: Splined shank<br>Overall Length: 16-7/8"<br>Net weight: 14.8 lbs.<br>Shipping weight: 28.6 lbs.
Concrete

1-1/8" Rotary Hammer
HR2011F / 3NL6
Accepts SDS-PLUS Bits, Variable Speed, Rev.

Specifications:
- Capacities: Concrete (w/cube bits)
- 3-1/8" Steel
- No load speed: 0 - 1,100 RPM
- Blows per minute: 0 - 4,500
- Impact energy: 2.7 J
- AMPs (115V): 6.7
- Bit type: Accepts SDS-PLUS
- Overall length: 12-5/8" Net weight: 7.7 lbs.
- Shipping weight: 12.0 lbs.

Light Up Your Drilling Surface with L.E.D. Power
- 3 mode operation: "rotation only"/"hammering with rotation" or "hammering only" for multiple applications
- Extended service life of carbon brushes
- Recessed lock-on button for continuous use
- No hammering when idling helps increase tool life
- 0 - 1,100 RPM 6.0 - 4,500 BPM for demanding applications

MODEL HR2611F INCLUDES: Side handle (154159-5), Depth gauge (32479-0), Tool case (82479-4)

1" Rotary Hammer
HR2475 / 5GDX2
Accepts SDS-PLUS Bits, Variable Speed, Reversible

Specifications:
- Capacities: Concrete (w/cube bits)
- Steel
- No load speed: 0 - 1,100 RPM
- Blows per minute: 0 - 4,500
- Impact energy: 2.7 J
- AMPs (115V): 7.0
- Bit type: Accepts SDS-PLUS
- Overall length: 16-3/4"
- Net weight: 6.6 lbs.
- Shipping weight: 11.9 lbs.

Powerful 7.0 Motor
- 0 - 1,000 RPM 6.0 - 4,500 BPM for demanding applications
- 3 mode operation: "rotation only"/"hammering with rotation" or "hammering only" for multiple applications
- Ergonomically D-shaped handle with rubberized soft grip for increased comfort and control
- One-touch sliding chuck for quick bit changes
- Built-in clutch reduces gear damage by disengaging gears if bit binds

MODEL HR2475S INCLUDES: Side-handle (158857-4), Depth gauge (32479-4), Tool case (824695-3)

5/8" Hammer Drill
HP1641K / 3NL8
Variable Speed, Reversible

Specifications:
- Capacities: Concrete (w/cube bits)
- Steel
- No load speed: 0 - 2,800 RPM
- Blows per minute: 0 - 4,400 BPM
- AMPs (115V): 6.0
- Overall length: 11-7/8"
- Net weight: 4.3 lbs.
- Shipping weight: 6.0 lbs.

Industrial Keyless Chuck for Quick Bit Changes
- 2 mode operation: "rotation only"/"hammering with rotation" for multiple applications
- Powerful 6.0 AMP motor for the most demanding applications
- Lightweight (4.5 lbs) with large drilling capacity
- Soft grip handle provides increased comfort on the job
- All ball bearing construction for longer tool life
- Recessed lock-on button for continuous use

MODEL HP1641K INCLUDES: Keyless chuck (791-192-3), Side handle (155030-4), Depth gauge (324219-6), Tool case (824877-7)

16" Power Cutter
DPC8132 / 2KUX4

Specifications:
- Engine: Displacement 49 cu. in. (811 cc)
- Maximum power 6.2 HP/4.5 kW
- No load speed: 3,350 / 3,765 RPM
- Ignition: Starter system
- Electronic / recoil clutch
- Fuel mix: Gasoline 2 Cycle
- Tank capacity: 30.1 / 37 oz.
- Arbor: 20 mm
- Max cutting depth: 5-3/4"
- Dry weight: 23.9 lbs.
- Shipping weight: 32.0 lbs.

Powerful 81 cc. Engine with 5-Stage Filter System
- Reinforced aluminum blade guard with 70" range of limitless positioning
- Cutting position: simply changes from center position to bush (outside) position allowing cuts directly adjacent to curb edges or walls
- Improved exhaust emissions are EPA Phase II compliant
- Water is assembled to saw and can be used with garden hose, gravity tank or pressure tank

MODEL DPC8132 INCLUDES: 16" Abrasive wheel (096-161-030), Universal wrench (041-719-140), Torx key (040-827-000), Screwscrew (084-340-001), Adapter ring (16mm to 1") (954-226-121)

14" Power Cutter
DPC7331X1 / 2KUX3

Specifications:
- Engine: Displacement 4.5 cu. in. (73 cc)
- Maximum power 5.7 HP/4.2 kW
- No load speed: 9,350 / 4,300 RPM
- Ignition: Starter system
- Electronic / recoil clutch
- Fuel mix: Gasoline 2 Cycle
- Tank capacity: 30.1 / 37 oz.
- Arbor: 20 mm
- Max cutting depth: 4-13/16"
- Dry weight: 22.9 lbs.
- Shipping weight: 28.0 lbs.

Powerful 73 cc. Engine with 5-Stage Filter System
- Reinforced aluminum blade guard with 70" range of limitless positioning
- Microswitch controlled carburetor designed to compensate engine timing according to work load
- Starter grip with downwind push for faster starting
- Five-stage paper-glass filter system with Advanced Directional Air Flow filtration system for longer life

MODEL DPC7331X1 INCLUDES: 14" Diamond blade (095-216-223), Universal wrench (041-719-140), Torx key (040-827-000), Screwscrew (084-340-001), Adaptor ring (16mm to 1") (954-226-121)

Dolly & Attachments
- Comes completely assembled
- Depth wheel weighted for greater stability
- "Tool-less" attachment - saves daily
- Quick adjusting ratchet fastens

Power Cutter Accessories
Description
Dolly & Gravity Feed Tank
Accessories kit
CT-2000 / 2KUX5

Part # 994-360-600

Air Filter
Part # 994-173-002 / 2KUX5

Inner Filter
Part # 994-573-005 / 4FYW4

Description
Pre Filter
Part # 326-173-085 / 2KUX5

Air Filter
Part # 326-173-018 / 2KUX5

Inner Filter
Part # 326-173-020 / 2KUX5

2 Cycle Synthetic Engine Oil (50:1)
Size
C Qt. Per Pk.
Part # Model

makitatools.com
Drills

1/2" Spade Handle Drill
- DS4011 / 6KZU3
- Reversible

Powerful 8.5 AMP Motor for Improved Drilling
- Rubberized grip for increased operator comfort
- All ball bearing construction for smooth operation and longer tool life
- Heavy-duty industrial 1/2" drill chuck engineered for positive bit retention
- Tether switch for quick transition between forward and reverse operation
- On-board chuck key storage for fast and convenient bit changes
- Double insulated

MODEL DS4011 INCLUDES: Drill chuck (193239-6), Chuck key (763423-6), Slide handle (152492-6)

Specifications:
- Capacities: Wood (Auger bit), Wood (Self-feed), Wood (1/2" Chuck), Steel (Twist bit), Steel (Hole saw)
- No load speed: 1-3/8" 2400 RPM
- Weight: 8.1 lbs.
- Shipping weight: 11.2 lbs.

1/2" Drill
- 6302H / 5GDX4
- Variable Speed, Reversible

Industrial Metal Gear Housing for Durability
- Powerful 6.5 AMP motor for heavy duty continuous work
- Variable speed (0 - 550 RPM) for controlled drilling
- Heavy duty 1/2" drill chuck
- Compact and lightweight (4.8 lbs.)
- Large and conveniently located lock-on button
- Side handle can be attached to either side of the tool

MODEL 6302H INCLUDES: Drill chuck (630245-3), Chuck key (763434-5), Slide handle (152593-8)

Specifications:
- Capacities: Steel (1/2" Chuck), Wood (3/4"
- No load speed: 0 - 550 RPM
- Weight: 6.5 lbs.
- Shipping weight: 5.7 lbs.

3/8" Angle Drill
- DA3010F / 1GML2
- Variable Speed, Reversible, w/Light

Light Up Your Drilling Surface with L.E.D. Power
- Powerful 4 AMP motor for improved performance
- Compact design (10-5/8" long and 2-5/8" head width) for use when working between framing studs and other close quarters applications
- Variable speed (0 - 2400 RPM) for controlled drilling
- Paddle switch with speed limiting dial to prevent over-tightening of fasteners

MODEL DA3010F INCLUDES: Drill chuck (763404-5), Chuck key (763445-9), Key holder (411788-7), Slide handle (152490-4)

Specifications:
- Capacities: Steel (3/8" Chuck), Wood (13/16"
- No load speed: 0 - 2400 RPM
- Weight: 4.0 lbs.
- Shipping weight: 4.0 lbs.

Drywall Screwdriver (Variable Speed, Reversible, w/Light)
- FS4200 / 5GDX5
- FS4200TP / 5GDX6

Lightest Drywall Gun in its Class at Only 3.0 lbs.
- Powerful 6.8 AMP motor for framing and hanging
- Ergonomically designed rubberized pistol grip for comfort
- L.E.D. light illuminates the work area
- Adjustable depth locator assembly with Sure-Lock™ feature for consistent screw depth

MODELS FS4200 INCLUDES: K3-Phillips insert bit (784131-A1), Magnetic bit holder (784801-1)
MODELS FS4200TP INCLUDES: Same as FS4200 plus 50 ft. cord with twist lock

Specifications:
- No load speed: 0 - 4000 RPM
- AMPS (110V): 6.0
- Bit type: 1/4" HEX shank
- Overall length: 11-1/8"
- Net weight: 3.0 lbs.
- Shipping weight: 4.4 lbs.

Shear Wrench
- 6922NW / 4DZJ2

Powerful 12 AMP Motor
- Efficiently tightens 5/8", 3/4", and 7/8" TC bolts
- Compact and lightweight at only 11.6 lbs.
- Rubber bumper helps protect the tool
- Anti-slip mechanism functions even when inner sleeve engages with bolt tip
- Makes installation process easier for greater efficiency

MODEL 6922NW INCLUDES: Outer sleeve, 20mm (764361-9), Inner sleeve, 20mm (764251-2), Outer sleeve, 22mm (153909-0), Shear wrench (783001-0), Metal tool case (BD3276-0)

Specifications:
- Capacity: 5/8", 3/4", 7/8"
- AMPS (120V): 12.0
- Torque: 620 ft. lbs.
- Length: 9-3/4"/6"
- Net weight: 10.6 lbs.
- Shipping weight: 20.1 lbs.

The First 18V Lithium-Ion Line Up.
Drills / Metalworking

1" Impact Wrench
- Variable Speed, Reversible

4-1/2" Angle Grinder
- 4-1/2" Grinding wheel (741407-8-1), Lock nut (135364-4), Inner Flange (22434-2), "Tool-less" wheel guard (135365-4)

4-1/2" Paddle Switch Angle Grinder
- AC/DC

Large Hammer for Greater Impact Power
- Max torque of 738 ft-lbs
- Efficient impact system with vibration reduction
- Extremely accessible brushes for great serviceability and ball bearings for long life
- Side handle rotates 360° for operator convenience
- Impact resistant aluminum gear housing with rubber boot for protection and increased durability
- Rocker switch for forward/reverse operation

Model TW1000 INCLUDES: Side handle (135361-5), Tool case (824737-3)

Specifications:
- Capacities: Square drive 1"
- Impacts per minute: 1,500
- No load speed: 1,400 RPM
- Max. torque: 738 ft-lbs / 1000 Nm
- AMPS (120V): 12.0
- Overall length: 15"
- Net weight: 19.0 lbs
- Shipping weight: 26.6 lbs

Compact Design at Only 4.0 lbs, Powerful 6.0 AMP
- Powerful 6.0 AMP motor delivers 11,000 RPM
- Small diameter barrel grip (only 2-1/4") for added comfort
- Labyrinth construction seals and protects motor and bearings from contamination
- Machined bevel gears provide up to 2X longer service life than previous models

Model GA4530 INCLUDES: 4-1/2" Grinding wheel (741407-8-1), Lock nut (135364-4), Inner Flange (22434-2), "Tool-less" wheel guard (135365-4)

Specifications:
- Grinding wheel/sanding disc 4-1/2"
- Wire cup brush 3-1/2"
- No load speed: 11,000 RPM
- Spindle thread (UNC): 5/8" - 11
- AMPS (120V): 6.0
- Overall length: 10-1/2"
- Net weight: 4.0 lbs
- Shipping weight: 6.0 lbs

Extra Large Paddle Switch for Easy Operation
- Powerful 7.5 AMP motor for heavy professional grinding applications
- Small diameter barrel grip for easy handling
- Labyrinth construction seals and protects motor and bearings from contamination
- Lock-on/off feature for continuous operation
- AC/DC Switch for use with alternative power sources

Model 9557PB INCLUDES: 4-1/2" Grinding wheel (741407-8-1), Lock nut (135364-4), Inner Flange (22434-2), "Tool-less" wheel guard (135365-4)

Specifications:
- Grinding wheel/sanding disc 4-1/2"
- Wire cup brush 3-1/2"
- No load speed: 10,000 RPM
- Spindle thread (UNC): 5/8" - 11
- AMPS (120V): 7.5
- Overall length: 10-3/4"
- Net weight: 4.5 lbs
- Shipping weight: 6.5 lbs

5" Angle Grinder
- Variable Speed

Super Joint System (SJS) Helps Prevent Gear Damage
- Electronic speed control maintains constant speed under load
- Soft start feature for smooth start-ups
- Variable speed control dial enables user to match the speed to the application
- Labyrinth construction protects motor and bearings from contamination
- "Tool-less" wheel guard for added versatility

Model 9564CV INCLUDES: 5" Grinding wheel (741407-8-1), Lock nut (135364-4), Inner Flange (22434-2), "Tool-less" wheel guard (135365-4)

Specifications:
- Grinding wheel/sanding disc 5"
- Wire cup brush 3-1/2"
- No load speed: 2,800 - 10,500 RPM
- Spindle thread (UNC): 5/8" - 11
- AMPS (120V): 13.0
- Overall length: 11-3/4"
- Net weight: 5.3 lbs
- Shipping weight: 7.7 lbs

makitatools.com
Metalworking

6" Cut-Off/Angle Grinder

9566CV / 1GU18

Variable Speed

Super Joint System (SJS) Helps Prevent Gear Damage
- Improved 13 AMP motor for increased output power in a compact tool
- Variable speed control dial enables user to match the speed to the application
- Labyrinth construction seals and protects motor and bearings from contamination
- Electronic speed control maintains constant speed under load

MODEL 9566CV INCLUDES: 6" Cut off wheel (371417-4-25), Lock nut wrench (224212-8), Lock nut (224574-4), Side handle (134409-2), Inner flange (224390-9), Cut-off wheel guard (165386-6)

Specifications:
- Grinding wheel/Sanding disc 6"
- Cut off wheel 6"
- Wire cup brush 3"
- No load speed 4,000 - 9,000 RPM
- Spindle thread M8 - 11 UNF
- AMPS (120V) 13.0
- Overall length 11-3/4"
- Net weight 5.3 lbs.
- Shipping weight 7.7 lbs.

1/4" Die Grinder

GD0601 / 3NL3

AC-DC

Powerful Motor with Fast 25,000 RPM
- Easy to handle at only 3.7 lbs.
- Anti-dust motor section
- Solid aluminum housing with stepped neck for added durability
- Vent slots designed to direct exhaust away from the user
- Round-shaped collet nut reduces the possibility of damage

MODEL GD0601 INCLUDES: 3/8" Wrench #13 (781819-9), Collet case 1/4" (705625-8)

Specifications:
- Collet 1/4"
- No load speed 25,000 RPM
- AMPS (115V) 3.5
- Overall length 14-1/8"
- Net weight 3.7 lbs.
- Shipping weight 5.1 lbs.

1/4" Die Grinder

GD0800C / 1GUC2

Variable Speed

High Power- 6.6 AMP Motor
- Super Joint System (SJS) helps prevent gear damage
- Electronic speed control maintains constant speed under load
- Slender double-neck aluminum gear housing for easy handling
- Labyrinth construction seals and protects motor and bearings from contamination
- Variable speed control dial to set the speed to the application

MODEL GD0800C INCLUDES: 1/4" Collet #14 (92968-2), Wrench #13 (781200-2), Wrench #14 (781206-6), Side handle (92985-5)

Specifications:
- Collet 1/4"
- No load speed 7,000 - 28,000 RPM
- AMPS (115V) 6.6
- Overall length 14-5/8"
- Net weight 3.7 lbs.
- Shipping weight 5.2 lbs.

5" Disc Sander

GV5010 / 2VM8

Powerful 4.2 AMP Motor Delivers 4,500 RPM
- Continuous rating input of 440W
- Soft grip handle provides increased comfort on the job
- Ball- and- needle- bearing construction for long tool life
- Double insulated
- Unique and well- defined exterior

MODEL GV5010 INCLUDES: Abrasive disc (742109-9), Plastic pad (743025-8), Side handle (752491-2), Hex wrench (73203-8)

Specifications:
- Sanding disc 5"
- No load speed 4,500 RPM
- AMPS (115V) 4.2
- Overall length 7-1/8"
- Net weight 2.6 lbs.
- Shipping weight 4.0 lbs.

7" Disc Sander

GV7000C / 6RA91

Variable Speed

Lightweight (4.6 lbs.) for Comfort and Control
- Advanced electronics include soft start and electronic speed control
- Variable speed (2,500 - 4,700 RPM)
- Trigger lock- on button for operator convenience
- Motor over pad design for better balance and control
- Externally accessible carbon brushes for efficient maintenance

MODEL GV7000C INCLUDES: 7" Sanding disc #110 (742071-5), Rubber pad (92978-2), Lock nut (193046-0), Spanner wrench #17 (701200-6), Lock nut wrench (701413-6), Side handle (752491-2)

Specifications:
- Sanding disc 7"
- Wool bonnet 7"
- No load speed 2,500 - 4,700 RPM
- Spindle thread M8 - 11 UNF
- AMPS (115V) 7.9
- Overall length 8-1/4"
- Net weight 4.6 lbs.
- Shipping weight 6.6 lbs.

Grinder Accessories

Resin Fiber Discs
- Superior stock removal
- Specially formulated resin bond coat
- Great for metal & wood

<table>
<thead>
<tr>
<th>Diameter</th>
<th>Arbor Hole</th>
<th>Grit</th>
<th>Max. Safe RPM</th>
<th>Part #</th>
<th>Model</th>
</tr>
</thead>
<tbody>
<tr>
<td>5&quot; 1/2&quot;</td>
<td>1/8&quot; 1/4&quot;</td>
<td>24</td>
<td>11,000</td>
<td>742006-A</td>
<td>SRA88</td>
</tr>
<tr>
<td>7/8&quot; 1/8&quot;</td>
<td>24</td>
<td>11,000</td>
<td>742007-A</td>
<td>SRA88</td>
<td></td>
</tr>
<tr>
<td>5&quot; 1/2&quot;</td>
<td>36</td>
<td>11,000</td>
<td>742008-A</td>
<td>SRA88</td>
<td></td>
</tr>
<tr>
<td>7/8&quot; 1/8&quot;</td>
<td>36</td>
<td>11,000</td>
<td>742009-A</td>
<td>SRA88</td>
<td></td>
</tr>
<tr>
<td>5&quot; 1/2&quot;</td>
<td>50</td>
<td>11,000</td>
<td>742010-A</td>
<td>SRA88</td>
<td></td>
</tr>
<tr>
<td>7/8&quot; 1/8&quot;</td>
<td>50</td>
<td>11,000</td>
<td>742011-A</td>
<td>SRA88</td>
<td></td>
</tr>
<tr>
<td>5&quot; 1/2&quot;</td>
<td>80</td>
<td>11,000</td>
<td>742012-A</td>
<td>SRA88</td>
<td></td>
</tr>
<tr>
<td>7/8&quot; 1/8&quot;</td>
<td>80</td>
<td>11,000</td>
<td>742013-A</td>
<td>SRA88</td>
<td></td>
</tr>
</tbody>
</table>

Wheel Covers

<table>
<thead>
<tr>
<th>Griner Size</th>
<th>Part #</th>
<th>Model</th>
</tr>
</thead>
<tbody>
<tr>
<td>5&quot;</td>
<td>105486-7</td>
<td>1GU14</td>
</tr>
<tr>
<td>5&quot;</td>
<td>105486-7</td>
<td>1GU14</td>
</tr>
<tr>
<td>5&quot;</td>
<td>743025-8</td>
<td>SRA95</td>
</tr>
<tr>
<td>5&quot;</td>
<td>743025-8</td>
<td>SRA95</td>
</tr>
</tbody>
</table>

Plastic Pad

<table>
<thead>
<tr>
<th>Griner Size</th>
<th>Part #</th>
<th>Model</th>
</tr>
</thead>
<tbody>
<tr>
<td>7&quot; / 5&quot;</td>
<td>743025-8</td>
<td>SRA95</td>
</tr>
<tr>
<td>7&quot; / 5&quot;</td>
<td>743025-8</td>
<td>SRA95</td>
</tr>
</tbody>
</table>

Rubber Pad

<table>
<thead>
<tr>
<th>Griner Size</th>
<th>Part #</th>
<th>Model</th>
</tr>
</thead>
<tbody>
<tr>
<td>7&quot; / 5&quot;</td>
<td>192978-2</td>
<td>SRA95</td>
</tr>
<tr>
<td>7&quot; / 5&quot;</td>
<td>192978-2</td>
<td>SRA95</td>
</tr>
</tbody>
</table>
**Metalworking / Saws**

### 7" Electronic Polisher-Sander

**Model:** 9227C / 5GDX3

**Specifications:**
- Variable speed control dial enables user to match the speed to the application
- Electronic speed control maintains constant speed under load
- Soft start feature for smooth start-ups
- Easily converts to a sander
- 3-prong plug to prevent static electricity accumulation

**MODEL 9227C INCLUDES:** Hook-and-loop back-up pad (743052-5), Hex wrench (783293-6), Slide handle (152495-0), Loop handle (416256-9)

### 16 Gauge Nibbler

**Model:** JN1601 / 1GUB5

**Specifications:**
- For clean and precise work in keystone, plate, deck plate and other sheet materials
- Slim and ergonomic body design for easy gripping
- Die rotates 360deg, 1/4" stroke
- Extremely light (weight only 1.6 lbs.) for easier handling
- Lock-on sliding switch for continuous use
- Built-in thickness gauge for convenience
- Easy punch and die replacement for reduced down time

**MODEL JN1601 INCLUDES:** Wrench (781928-4), Hex wrench (782028-8)

### 10 Gauge Nibbler

**Model:** JN3200 / 1GUB7

**Specifications:**
- Powerful operation in mild steel up to 10 Ga.
- Built-in thickness gauge for convenience
- All ball and needle bearings for longer life
- Easy punch and die replacement for reduced down time
- Double insulated

**MODEL JN3200 INCLUDES:** Punch (792280-1), Die (792282-2), Hex wrench (783101-2), Wrench (784019-5), Steel tool case (181797-1)

### 12" Metal Cutting Saw

**Model:** LC1230 / 1GUB1

**Specifications:**
- For cutting in pipe, angle iron, conduit and more
- Carbide tipped blade lasts longer than abrasive wheels
- Cuts clean, accurate and virtually burr-free
- Quick release rise for secure stock retention and fast repeated cut-offs
- Lock-off button helps prevent accidental starting
- Quick release support fence adjusts 0-45° for miter cutting
- Shilt lock for easy wheel changes

**MODEL LC1230 INCLUDES:** Carbide tipped blade (A-90532), Socket wrench (782251-8), Switch button (411478-6), Safety goggles (774884-2)

### Carbide-Tipped Metal Cutting Saw Blade

**Specifications:**
- CERAMET teeth are a combination of high grade ceramic and metal
- CERAMET lasts 2X longer than standard carbide tips
- Fast, virtually burr free cuts and leaves material cool to the touch

**Diameter** 12" | **No. Teeth** 60 | **Application** Ferrous Metal | **Part #** A-90532 / 1GUB1 | **Model** LC1230 / 1GUB1

### 7-1/4" Circular Saw

**Model:** S007F / 11V701

**Specifications:**
- New L.E.D. Light

### 11 Circular Saw Preferred by Contractors

- Powerful 15 AMP motor delivers 5,800 RPM for proven performance
- Lower guard design improves performance when making bevel cuts
- Two built-in L.E.D. Lights illuminate the line of cut
- Weld-balanced design for superior handling
- AC/DC switch allows for use with alternative power sources

**MODEL S007F INCLUDES:** Carbide tipped blade (24T) (D-24826), Blade wrench (782016-4)

### 7-1/4" Circular Saw

**Specifications:**
- Black diamond blade
- Arbor 5/8" x 11
- Max. cutting capacities:
  - at 90°: 2-3/8", at 45°: 1-1/4"
- No load speed 5,800 RPM
- Watts out 2,000
- AMPS (120V) 15.0
- Overall length 12"
- Net weight 11.1 lbs.
- Shipping weight 14.0 lbs.
Saws / Miter Saws

Large Cutting Capacity for Beams and Timber
- Cuts 3x material at 90° and 4x material at 45° in a single pass
- Weights only 32.1 lbs. for ease of operation
- Electric brake for maximum productivity
- Powerful 15 AMP motor delivers enough power to cut through pressure treated lumber

MODEL 5402NA INCLUDES: Carbide tipped blade (3/8"") (4-9956), Blade wrench (728304-6), Rip fence (164079-4), Saw storage holder (949411-1)

Specifications:
- Blade diameter: 16-15/16".
- Arbor: 1"
- Max cutting capacities: at 90° (6-3/16"), at 45° (4-3/16"")
- No load speed: 2,200 RPM
- Watts out: 1,800
- AMPS (120V): 15.0
- Overall length: 24-1/8"
- Net weight: 32.1 lbs.
- Shipping weight: 37.4 lbs.

Recipro Saw

Anti-Vibration Technology for 2X Less Vibration
- Built-in clutch reduces gear damage by disengaging gear blades during cutting action
- 4-position orbital/straight cutting action
- Variable speed control dial to match speed to the application
- Powerful 15 AMP motor with electronic speed control maintains constant speed under load
- Long 1-1/4" stroke for faster cutting
- "Tool-less" blade change and shoe adjustment

MODEL JR3070CT / 1GML3 INCLUDES: 1 ea. Blade (723654-4, 723666-A), Metal tool case (154090-1)

Specifications:
- Length of stroke: 1-1/4"
- Strokes per minute: 0-2,800 SPM
- AMPS (120V): 15.0
- Overall length: 19-1/8"
- Net weight: 10.0 lbs.
- Shipping weight: 25.8 lbs.

10" Compound Miter Saw

Powerful 15 AMP Motor for Improved Performance
- Dual position compound miter arm/bevel cuts up to 45° to the left
- 0°-45° left and 0°-52° right
- Positive stops at 5°/15°, 15°/30°, 45° right or left & 0° (90° cuts)
- Weight: only 25.5 lbs. for easy portability

MODEL LS1040 INCLUDES: Carbide tipped blade (40T) (4-9956), Socket wrench (782372-0), Dovetail bag (122521-9), Triangular rule (762001-3), Vertical rafe (122516-4)

Specifications:
- Blade Diameter: 10"
- Arbor: 5/8"
- Max cutting capacities: Bevel/Miter: 90°/95° (2-3/4" x 5-1/8"), 45°/45° (1-3/8" x 3-5/8")
- No load speed: 4,600 RPM
- AMPS (115V): 15.0
- Overall dimensions: 20-7/8" x 18-3/4" x 21"
- Net weight: LS1040 (27.3 lbs.), LS1040F (27.8 lbs.)
- Shipping weight: 35.6 lbs.

12" Dual Slide Compound Miter Saw

Cuts Up to 8" Crown Molding and 15° at 90°
- 4 Steel Rails Sliding System increases rigidity to produce superior cuts
- 6 linear ball bearings deliver adjustment-free "dead-on" accurate cuts
- 5-1/2" tall dual sliding fence system
- Independent laser indicates line-of-cut whether blade is turning or not

MODEL LS1216L INCLUDES: Carbide tipped blade (60T) (4-91711), Vertical rafe (122546-4), Dovetail bag (122532-4), Triangular rule (762001-3), Wrench #25 (782383-8), Wrench #1 (782332-8)

Specifications:
- Blade diameter: 12"
- Arbor: 1"
- Max cutting capacities: Bevel/Miter: 90°/95° (3-5/8" x 15"), 45°/45° (3-5/8" x 10-1/2")
- No load speed: 3,200 RPM
- AMPS (120V): 15.0
- Overall dimensions: 69-7/8" x 25-1/4" x 28-3/8"
- Net weight: 58.6 lbs.
- Shipping weight: 78.0 lbs.

Miter Saw Blades
- ARA (Alternate Top and Alternate Face) tooth design
- Japanese ultra thin kerf carbide tipped design provide smoother cuts with less drag on the motor and minimal material loss
- Fully hardened and expertly hand-tensioned steel saw plates
- Micro-grain carbide teeth are honed with up to 600 grit
- Ultra-coated blades provide reduced pitch build-up

Smtooth Crosscutting

<table>
<thead>
<tr>
<th>Part #</th>
<th>Blade Diameter</th>
<th>Arbor</th>
<th>Model</th>
</tr>
</thead>
<tbody>
<tr>
<td>A-92782</td>
<td>12&quot;</td>
<td>1&quot;</td>
<td>LS1216L / AAY2</td>
</tr>
</tbody>
</table>

Crosscutting

<table>
<thead>
<tr>
<th>Part #</th>
<th>Blade Diameter</th>
<th>Arbor</th>
<th>Model</th>
</tr>
</thead>
<tbody>
<tr>
<td>A-99669</td>
<td>10&quot;</td>
<td>5/8&quot;</td>
<td>LS1040</td>
</tr>
</tbody>
</table>

Circular Saw Accessories

Beam & Timper

<table>
<thead>
<tr>
<th>Part #</th>
<th>Blade Diameter</th>
<th>Arbor</th>
<th>Model</th>
</tr>
</thead>
<tbody>
<tr>
<td>A-9956</td>
<td>1/8&quot; x 7/16&quot;</td>
<td>5/8&quot;</td>
<td>G450A9</td>
</tr>
</tbody>
</table>

The First 18V Lithium-Ion Line Up.
Belt Sanders / Outdoor Power Equipment

1-1/8" x 21" Belt Sander
- 9031 / 16UB9
- Variable Speed

Specifications:
- Belt size: 1-1/8" x 21"
- Belt speed: 656 - 3,280 ft./min.
- AMPS (115V): 5.0
- Overall length: 15" (Model 9031 includes: 2 ea. Abrasive belt (940, 472301-7, 460, 472307-5, 590, 472305-3, 720, 472304-1, 4126, 472305-9)

20" 50 cc Chainsaw
- DCS1020 / 6MYC5
- Easy Starting Automatic Half Throttle Lock

Specifications:
- Engine displacement: 3.9 cu.in. (64 cc)
- Guide bar length: 20"
- Max engine speed: 13,500 RPM
- Chain pitch: 3/8"
- Chain gauge: .050"
- Maximum power: 4.7 HP/3.5 kW
- Fuel tank capacity: 25.4 oz.
- Oil tank capacity: 13.5 oz.
- Net weight: 13.9 lbs.

4" x 24" Belt Sander
- 9403 / 3NLP4
- Powerful 11 AMP Motor for High Production Use

Specifications:
- Belt size: 4" x 24"
- Belt speed: 1,640 ft./min.
- AMPS (120V): 11.0
- Overall length: 13.7-14.8"
- Net weight: 12.6 lbs.
- Shipping weight: 15.4 lbs.

20" 64 cc Chainsaw
- DC562120 / 6MYC6
- High Power-to-Weight Ratio; 4.7 HP Engine

Specifications:
- Engine displacement: 3.9 cu.in. (64 cc)
- Guide bar length: 20"
- Max engine speed: 13,500 RPM
- Chain pitch: 3/8"
- Chain gauge: .050"
- Maximum power: 4.7 HP/3.5 kW
- Fuel tank capacity: 25.4 oz.
- Oil tank capacity: 13.5 oz.
- Net weight: 13.9 lbs.

18" 50 cc Chainsaw
- DCS1018 / 6MYC4
- High Power-to-Weight Ratio 3.3 HP Engine

Specifications:
- Engine displacement: 3.1 cu.in. (50.4 cc)
- Guide bar length: 18"
- Max engine speed: 13,500 RPM
- Chain pitch: 3/8"
- Chain gauge: .050"
- Maximum power: 3.3 HP/2.5 kW
- Fuel tank capacity: 15.9 oz.
- Oil tank capacity: 9.1 oz.
- Net weight (w/o bar & chain): 12.1 lbs.

18" 46 cc Chainsaw
- DCS6018 / 6MYC3
- Dependable and Easy Starting

Specifications:
- Engine displacement: 2.8 cu.in. (45.6 cc)
- Guide bar length: 18"
- Max engine speed: 13,500 RPM
- Chain pitch: 3/8"
- Chain gauge: .050"
- Maximum power: 2.9 HP/2.2 kW
- Fuel tank capacity: 15.9 oz.
- Oil tank capacity: 9.1 oz.
- Net weight (w/o bar & chain): 12.1 lbs.

makitatoools.com
Outdoor Power Equipment

Rugged Cast Cylinder
- High power-to-weight ratio: 1.8 HP engine
- Automatic chain lubrication
- Efficient cold weather operation
- Side-access carburetor adjustment for easy maintenance

MODEL DCS3416 INCLUDES: 16" Chain (528-092-650), 16" Guide bar (442-046-661), Universal wrench (941-719-111), Carburetor screwdriver (944-346-001), Box wrench (945-822-000)
MODEL DCS34 INCLUDES: 14" Chain (528-922-652), 14" Guide bar (442-015-661), Universal wrench (941-719-111), Carburetor screwdriver (943-346-001), Box wrench (945-822-000)

Specifications:
- Engine displacement: 20.0 cu.in. (330 cc)
- Guide bar: 16"/14"
- Chain pitch: 3/8"
- Chain gauge: 0.050"
- Max engine speed: 12,000 RPM
- Maximum power: 1.8 HP/1.3 kW
- Fuel tank capacity: 12.5 oz.
- Oil tank capacity: 8.5 oz.
- Net weight (w/o bar & chain): 10.3 lbs.
- Optional guide bar: 16"

16" Electric Chain Saw

Heavy-Duty, Fast Cutting and Easy to Operate
- One-touch "tool-less" blade and chain adjustments
- Rubberized grip handles are ergonomically designed
- Large trigger switch with soft start for smooth start-ups
- Built-in chain tensioning helps protect motor
- Large oil reservoir with view window allows operator to check oil level
- Automatic chain oiler for heavy continuous cutting
- Electric chain brake for maximum productivity

MODEL UC4030A INCLUDES: 16" Chain (528-092-650), 16" Guide bar (442-046-661), Chain cover (952-109-630)

Specifications:
- Guide bar length: 16"
- Chain speed: 2,600 FPM
- Chain pitch: 3/8"
- Chain gauge: 0.050"
- AMPS (115V): 15.0
- Overall length: 49-3/8"
- Net weight (w/o bar & chain): 11.2 lbs.
- Shipping weight: 13.9 lbs.

14" Electric Chain Saw

Heavy-Duty, Fast Cutting and Easy to Operate
- One-touch "tool-less" blade and chain adjustments
- Rubberized grip handles are ergonomically designed
- Large trigger switch with soft start for smooth start-ups
- Built-in chain tensioning helps protect motor
- Large oil reservoir with view window allows operator to check oil level
- Automatic chain oiler for heavy continuous cutting
- Electric chain brake for maximum productivity

MODEL UC3530A INCLUDES: 14" Chain (528-092-652), 14" Guide bar (442-015-661), Chain cover (952-109-630)

Specifications:
- Guide bar length: 14"
- Chain speed: 2,600 FPM
- Chain pitch: 3/8"
- Chain gauge: 0.050"
- AMPS (115V): 15.0
- Overall length: 49-3/8"
- Net weight (w/o bar & chain): 10.8 lbs.
- Shipping weight: 13.9 lbs.

24.5 cc. String Trimmer

24.5 cc 4-Stroke Commercial Duty Engine
- Steel fiber shaft for less vibration and longer life
- Less vibration, and reduced throttle assembly with wide-gap throttle trigger for reduced user fatigue
- Accommodates chain saw blade (sold separately) for cutting small trees and heavy brush
- High capacity bump-and-feed trimmer head

MODEL EM4251CA INCLUDES: Trimmer head (40743)

Specifications:
- Cutting swathe w/debris shield: 12"
- Engine: Displacement: 24.5 cc
- Max. power (7,000 RPM): 1.1 HP
- Max. engine RPM: 8,500
- Idle RPM: 3,000
- Fuel / Fuel tank capacity: Unleaded / 16.9 oz.
- Oil specification: SAE 10W-30 class SF or higher
- Sound pressure dB(A): 87.3
- Overall length: 60"
- Dry weight: 11.5 lbs.
- Shipping weight: 21.3 lbs.
Outdoor Power Equipment

**24.5 cc Brush Cutter**
- Engine: Displacement 24.5 cc, Max. Power 7.000 RPM, Max. Engine RPM 8,500, Idle RPM 3,000
- Fuel: Unleaded 16.9 oz.
- Oil: SAE 10W-30, Class SF or Higher
- Weight: 8.1 lbs.

**25" Electric Hedge Trimmer**
- Blade length: 25-1/2" inches
- No load speed: 1,600 RPM
- Weight: 21-5/8" inches
- Fuel: Gas

**22" Electric Hedge Trimmer**
- Blade length: 22" inches
- No load speed: 1,600 RPM
- Weight: 21-5/8" inches
- Fuel: Gas

**75.6 cc Backpack Blower**
- Maximum Air Velocity: 145 MPH
- Max. Air Volume: 356 cu.ft./min.
- Engine: Displacement 4.5 cc, Max. Power 7.000 RPM, Max. Engine RPM 7,800, Idle RPM 3,500
- Fuel: Unleaded 17.6 oz.
- Sound Pressure: 67 dB (A)
- Overall dimensions (LxWxH): 14" x 9" x 15"
- Weight: 9.8 lbs.

**4-Stroke**
- Compact design with less weight (only 9.8 lbs.)
- Powerful and fuel efficient 24.5 cc, 4-stroke commercial duty engine
- Dual stage air filter is replaceable and easily accessible
- Large capacity muffler ensures quieter operation (67 dB)
- Soft grip for less vibration and convenient cruise control lever for reduced operator fatigue

**Specifications**
- Blade length: 25-1/2" inches
- No load speed: 1,600 RPM
- Overall length: 21-5/8" inches
- Weight: 4.8 lbs.

**Specifications**
- Blade length: 22" inches
- No load speed: 1,600 RPM
- Overall length: 21-5/8" inches
- Weight: 10.5 lbs.

**Efficient 4-Stroke Engine for Better Fuel Economy**
- Mechanical automatic engine decompression for quicker easier starts
- Large capacity muffler ensures quieter operation (42 dB)
- Compact design with less weight (22.6 lbs.) for easier operation in confined areas
- Oil filling port and drain plug are easily accessible for faster maintenance

**Specifications**
- Maximum Air Velocity: 195 MPH
- Max. Air Volume: 526 cu.ft./min.
- Engine: Displacement 75.6 cc, Max. Power 7,000 RPM, Max. Engine RPM 7,800, Idle RPM 2,800
- Fuel: Gas
- Sound Pressure: 74 dB (A)
- Overall dimensions (LxWxH): 13-3/4" x 17" x 19-1/2"
- Weight: 22.6 lbs.

**Specifications**
- Maximum Air Velocity: 145 MPH
- Max. Air Volume: 356 cu.ft./min.
- Engine: Displacement 24.5 cc, Max. Power 7,000 RPM, Max. Engine RPM 8,500, Idle RPM 3,000
- Fuel: Unleaded 16.9 oz.
- Sound Pressure: 67 dB (A)
- Overall dimensions (LxWxH): 14" x 9" x 15"
- Weight: 9.8 lbs.

**Specifications**
- Maximum Air Velocity: 195 MPH
- Max. Air Volume: 526 cu.ft./min.
- Engine: Displacement 75.6 cc, Max. Power 7,000 RPM, Max. Engine RPM 7,800, Idle RPM 2,800
- Fuel: Gas
- Sound Pressure: 74 dB (A)
- Overall dimensions (LxWxH): 13-3/4" x 17" x 19-1/2"
- Weight: 22.6 lbs.

**Specifications**
- Maximum Air Velocity: 145 MPH
- Max. Air Volume: 356 cu.ft./min.
- Engine: Displacement 24.5 cc, Max. Power 7,000 RPM, Max. Engine RPM 8,500, Idle RPM 3,000
- Fuel: Unleaded 16.9 oz.
- Sound Pressure: 67 dB (A)
- Overall dimensions (LxWxH): 14" x 9" x 15"
- Weight: 9.8 lbs.

**Specifications**
- Maximum Air Velocity: 195 MPH
- Max. Air Volume: 526 cu.ft./min.
- Engine: Displacement 75.6 cc, Max. Power 7,000 RPM, Max. Engine RPM 7,800, Idle RPM 2,800
- Fuel: Gas
- Sound Pressure: 74 dB (A)
- Overall dimensions (LxWxH): 13-3/4" x 17" x 19-1/2"
- Weight: 22.6 lbs.